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Würzburger Straße 181-189 
90766 Fürth 
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Phone:	 +49 800 6644891 
Fax:	 +49 800 6644892

E-Mail:	 serviceteam@uvex.de 
Internet:	uvex-safety.com

UVEX SAFETY (UK) LTD.

uvex House 
Farnham Trading Estate 
Farnham   
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GU9 9NW 
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Phone:	 +44 1252 73 12 00 
Fax:	 +44 1252 73 39 68

E-Mail:	 safety@uvex.co.uk 
Internet:	uvex-safety.co.uk

UVEX Safety Scandinavia AB
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24393 Höör 
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Phone: +46 413 293 50 
Fax: +46 413 293 59
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facebook.com/uvexsafetygroup

twitter.com/uvexsafetygroup

youtube.com/uvexsafetygroup

instagram.com/uvexsafety

uvex-safety.com

9512.2 S1 P SRC

Art. No. 9512.2

Width 11

Norm EN ISO 20345:2011 S1 P SRC

Sizes 38 – 48

Art. No. 9510.2

Width 11

Norm EN ISO 20345:2011 S1 P SRC

Sizes 38 – 48

9510.2 S1 P SRC

Smart all-round shoes
From classically elegant to sports casual: choose from a range of ‘uvex business casual’ safety 
shoes to compliment any work outfit while delivering optimum protection.  

uvex business casual

Art. No. 9510.8

Width 11

Norm EN ISO 20345:2011 S1 SRC

Sizes 38 – 48

9510.8 S1 SRC

Art. No. 9512.8

Width 11

Norm EN ISO 20345:2011 S1 SRC

Sizes 38 – 48

9512.8 S1 SRC

Art. No. 9511.2

Width 11

Norm EN ISO 20345:2011 S1 P SRC

Sizes 38 – 48

9511.2 S1 P SRC

ENGINEERED IN  

GERMANY
PRODUCED IN  

ITALY

uvex medicare offers orthopaedic ad-
justments in accordance with German 
Social Accident Insurance (DGUV) 112-
191 (formerly BGR 191) and the Austrian 
ÖNORM standard Z 1259

Free of  
lacquer 
wetting 
inhibitors


